R RS ...
Approved For Release 2007/09/14 : CIA-RDP80-00810A005500470003-0

25X1
CENTRAL" INTEI.LvI”GENCE AGENCY
This in affecting the Na-
X tional Defense of the United States within the mean- ‘
INFORMATION REPORT ot e ennmiesion, o revslasion of Whith i
any to an h d person is prohibited
by law.
SECRET/U.S, OFFICIALS ONLY
COUNTRY East Germany REPORT
SUBJECT Technical Features of IL-28's at - DATE DISTR. 17 December 1954°
Briesen-Brand Airfield S
NO. OF PAGES . 3
DATE OF INFO. REQUIREMENT NO. RD
PLACE ACQUIRE ' REFERENCES Y
This is UNEVALUATED "
THE SOURCE. rvAwmons IN THIS REPORT ARE DEFINITIVE. b
i THE APPRAISAL OF CONTENT IS TENTATIVE.
(POR KEY SEE REVERSE) ) e
25X1

1. Starting Procedure
' &, One mobile starter on a single-axled chassis is allotted to each three IL-28's,
The body of the starter measures about 1 cublc meter, ;

b. The starter ir haroperafed alongsde the aircraft, end a.cable, spproximutely
2 cm in diameter, leading from the starter, is attached to a projection
situated beneath the engines, The cable is fitted to the port and starboard
- ' engine in turn. ‘ ‘

Normal tank trucks are used for refuelling. The truck parks alongside the air-

craft with 1ts engine idling while the fuel pipe is being inserted. The pipe '
* from the truck is led through the front of the cockpit entrance into the interior ,

of the ailrcraft with about two meters length of pipe being inside the aircraft

during refuelling. The engine of the truck is then accelerated, remaining at

this speed for exs.ctly six minutes.
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3. ¢  Ex Crew. io

A1l aircraft seen on the airfield were of the same type, the noticeable feature
being the rear-gunner's position at the tail with the barrel of a cannon protruding
from the rear of the tail position. The number of crewmen seen entering the air-
craft varied between four and five, including the rear gunner. The rear gunner
entered his position from below through a hatch which drops down and is fitted

- with steps. .The rest of the crew entered the aircraft through an entrance to the
cockpit. ~The cockpit cover drops down on hinges in two sections, to port and
starboard. The crew uses a ladder which does not appear to be attached to the
aircraft or carried in the aircraft
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